
Resin Enriched 
Wood Treatment

Water Based
Low Odour
Quick Drying
Fade Resistant
Safe for Plants & Animals Easy to apply

Shed & Fence is suitable for 
course cut / rough sawn timber 
and smooth / planed tongue 
and grooved timber.

Shed & Fence has special 
colourfast pigments which 
bond to the wood making the 
wood look beautiful for years.

 Shed & Fence is easy to 
 use and quick drying.

 Vivid, fade resistant colours.

 Water based and resin 
 enriched.

 Water repellent.

 Harmless to plants and 
 pets when used as directed.

5 litre

5 litre

Barrettine Shed & Fence is ideal 
for use over rough cut timber 
such as that used in sheds, 
fences, trellis etc. Provides an 
opaque matt/satin finish but 
allows the texture or wood to 
show through. If used on smooth 
planed timber, the resulting 
colour may be paler than if 
applied to rough sawn timbers. It 
is therefore recommended that 
at least 2 coats are applied for 
best results. Barrettine Shed & 
Fence is harmless to plants and 
pets when dry and can safely be 
used around the garden.

All wood to be coated must 
be dry and clean, remove 
any mould, lichen, algae 
etc with decking and patio 
cleaner.
Ensure previous coatings 
or repellents have been 
removed or are sufficiently 
weathered to allow 
treatment to penetrate/bond 
to the surface.

 Transport only in an upright 
 position ensuring the lid/
 container is firmly secured. 

 Not recommended for use on 
 timbers in permanent contact 
 with the ground. 

 Not suitable for use on Garden 
 Furniture.
 
 Protect from frost. Store at 
 temperatures above 5oC.
 
 Avoid splashes on leaves or 
 flowers – any splashes should 
 be washed with plenty of 
 water before dry.
 
 Colour in the container may be 
 different to the dry shade. 
 Test an area first.

Contains tetrahydro-1,3,4,6-
tetrakis(hydroxymethyl)imidazo[4,5-d]
imidazole-2,5(1H,3H)-dione(5395-50-6), 
1,2-benzisothiazol-3(2H)-one, 
1,2-benzisothiazolin-3-one(2634-33-5). 
May produce an allergic reaction.
Keep out of reach of children.
Dispose of contents/container in 
accordance with local/national regulations.

Remove lid carefully. 
STIR WELL BEFORE USE.
Apply with a conventional 
paint brush or deep piled 
roller evenly over the 
surface.
Allow to dry thoroughly 
before applying a second 
coat.

Illustrated colours may be intermixed to give a colour of choice.
Ensure sufficient amount is mixed to complete the project.
Do not use in damp or humid conditions, or if rain is imminent.
Do not use in temperatures of below 5oC (41oF)

Normally one coat cover, unless 
large colour difference. (Between 
wood or previous coating). 
Coverage: Up to 6sq meters 
per litre.
Note: The final dried colour wood 
shade will depend on the age, 
colour, absorbency and condition 
of the wood, also whether a 
previous treatment has been 
applied. Carry out a small test area 
first Colours may vary slightly from 
batch to batch – if using more 
than one container mix before use 
to ensure uniformity.

WHERE TO USE

Shed & Fence Resin Enriched Decorative Treatment

PRECAUTIONS

COLOUR RANGE*

KEEP UPRIGHT 
AND SECURE AT 

ALL TIMES
STIR WELL
HANDLE 

WITH CARE

CEDAR RED

EVERGREEN

HARVEST GOLD

DARK BROWN

SAFETY & ENVIRONMENTAL INFORMATION

DIRECTIONS FOR USE

PREPARATION

APPLICATION

DRYING TIME

DRYING/AFTER USE

COVERAGE

Touch dry within 2-4 hours 
under normal conditions.
Recoat 6-10 hours.
Multicoats may prolong 
drying time.

Keep animals and children 
away from treated areas 
until dry. Wash any 
accidental spillages with 
clean water.
Replace lid securely. Rinse 
brushes and rollers with 
water immediately after use.

Low: VOC content 0.3-7.99% 
(Volatile Organic Compounds) 

Contribute to atmospheric 
pollution.

EU Limit value for the product 
(Cat A/e) 150g/l (2007) 130g/l 
(2010). This product contains 

max 4.1g/l VOC.

St. Ivel Way, Warmley, Bristol BS30 8TY.
T: +44 (0) 117 960 0060  F: +44 (0) 117 935 2437
E: sales@barrettine.co.uk  www.barrettine.co.uk

*Colours shown are an 
indication only


